
Zenith

Zenith Trolley

Zenith ep91 PZ91

: PZ30,PZ39,PZ59,PZ60,PZ69,PZ72,PZ91

 : EPOXY (EP../EPA..) 

 25,4 mm steel tube

Proza

Proza ep12 PZ59

IV.3R

: PZ30,PZ39,PZ59,PZ60,PZ69,PZ72,PZ91

 : EPOXY (EP../EPA..) 
 12 mm steel tube

CL  12 mm clamp glide
chair tested and classified according to 
EN 16139, shell ignitability tested and 
classified according to EN 1021

H
W
D
S

80,0
48,5
54,0
45,0

Bw1
Bw2

Bh

39,0
41,0
38,0

Sw1
Sw2

Sd

43,0
44,0
40,0

m3/3 0,24

kg 5,8/6,0

floor 10/trolley 25

kg

: PZ30,PZ39,PZ59,PZ60,PZ69,PZ72,PZ91

 : EPOXY (EP../EPA..) 
 12 mm steel tube

CL  12 mm clamp glide
shell ignitability tested and classified 
according to EN 1021

BarZenith

BarZenith ht65 ep01 PZ72

HT65 HT80

H
W
D
S

99,5
51,5
55,0
65,0

114,5
51,5
57,5
80,0

Bw1
Bw2

Bh

39,0
41,0
38,0

Sw1
Sw2

Sd

43,0
44,0
40,0

m3/2 0,30     0,35

kg 7,2/7,4   7,7/7,9

8

kg

H
W
D
S

83,0
50,5
53,0
46,0

Bw1
Bw2

Bh

39,0
41,0
38,0

Sw1
Sw2

Sd

43,0
44,0
40,0

m3/3 0,29

kg 5,6/6,1

6

kg

Made in BE Made in BE Made in BE

Paris 
Trolley

: PZ30,PZ39,PZ59,PZ60,PZ69,PZ72,PZ91

 : EPOXY (EP../EPA..) 

 19 mm steel tube
chair tested and classified according to 
EN 16139, shell ignitability tested and 
classified according to EN 1021

Paris

Paris ep91 PZ91

H
W
D
S

79,0
53,0
52,5
44,0

Bw1
Bw2

Bh

39,0
41,0
38,0

Sw1
Sw2

Sd

43,0
44,0
40,0

m3/4 0,37

kg 4,2/4,7

floor 6/trolley 16

kg

Made in BE

PZ59 PZ59 PZ59 PZ59

PZ60 PZ60 PZ60 PZ60

PZ39 PZ39 PZ39 PZ39

PZ69 PZ69 PZ69 PZ69

PZ91 PZ91 PZ91 PZ91

PZ72 PZ72 PZ72 PZ72

PZ30 PZ30 PZ30 PZ30


